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PART NO. PART NAME

7.137.200.186 BLOWER BRUSHLESS+CONTROL

7.147.400.379 FILTER V.1

7.145.400.335 RADIATOR V.3

MANUFACTURER PART NUMBER: 8.104.120.525
SPECIFICATIONS:
1.0   REFRIGERANT TYPE:..........................................................................................................xxxxx
2.0   MATERIAL GRADE:.............................................................................................See sheet 2
3.0   MATERIAL FINISH:.................................................................................PA/GF30-PP/GF30
4.0   MAXIMUM COOLING CAPACITY (kW):.............................................................................xx
5.0   MAXIMUM HEATING CAPACITY (kW - Q100):.........................................................10
6.0   MAXIMUM AIR FLOW RATE (m³/h):.............................................................................620
7.0   MAXIMUM OPERATING TENSION (VDC): ...................................................................27
8.0   MAXIMUM OPERATING CURRENT (A at xxVDC):..................................................5,1
9.0   UNIT WEIGHT (kg):...................................................................................................................3,9
10.0  BLOWER'S CONTROL TYPE:....................................................................................................E
      A - 1 SPEED.
      B - 2 SPEEDS BY SERIES RESISTOR.
      C - 3 SPEEDS BY SERIES RESISTOR.
      D - PROGRESSIVE CONTROL BY ELECTRONIC SYSTEM.
      E - 2 SPEEDS.
11.0   WATER VALVE'S CONTROL TYPE:..................................................................................xx
      A - PROGRESSIVE CONTROL BY MANUAL ACTION.
      B - OPEN/CLOSE BY ELECTRIC ACTION.
      C - PROGRESSIVE CONTROL BY ELECTRONIC SYSTEM.
12.0   WIRING DIAGRAM:.............................................................................................x.xxx.xxx.xxx
13.0   MARKING:.............................................................................................................SEE DRAWING
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1- GROUND (BLACK)
2- MINIMUN SPEED +24V (YELLOW)
3- MAXIMUN SPEED +24V (RED)

CONNECTOR (x1): AMP 282105-1
TERMINALS (x3): AMP 282465-1
WIRE SEALS (x3): AMP 281934-3

TO INSTALL BY BODYBUILDER:
CONNECTOR (1): AMP 282087-1
TERMINALS (x3): AMP 282466-1
WIRE SEALS (x3): AMP 281934-3

-WATER CONNECTIONS: Ø16mm.
-BLOWER TYPE: BRUSHLESS BLOWER.
-ANCHORAGE NUTS ARE INCLUDED.


