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Electric Heaters
Electrical Heater 868

Small compact under seat heater

» Operating voltage]: 400 [V]

* Max. operating voltage: 440 [V]
* Max. operating current: 2.7 [A]
 Heating capacity: 3,500 Btu/hr
* Air flow: 89 CFM

« Weight: 9.25 Ib
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 Low noise operation

Electrical Heater 857

Under seat heater for driver’s cab
and passenger compartments

 Operating voltage VAC [V]: 600 [V]

» Max. operating voltage VAC [V]: 750 [V]
* Max. operating current [A]: 5.0 [A]
 Heating capacity [Btu/h]: 10,300 Btu/hr
« Air fl ow [cfm]: 177 CFM

» Weight [Ib]: 29 Ib
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Electric Heaters

Electrical Defroster

To heat and defog driver’s cab

 Operating voltage of blower and fl ap motor: 24 [V]

» Max. operating voltage of the electrical PTC VAC: 400 [V]

» Max. operating voltage of the blower and the fl ap motor: 28 [V

« Max. operating current for the electrical resisto: < 1 at 400V [A]

« Max. operating current for the blowers and the flaps motor: 15 at 24V [A]
« Heating capacity: 13,700 Btu/hr
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ULTIMATE electrical

Standard heater for driver’s cab and passenger compartments

 Operating voltage of blower: 12 or 24 [V].

» Max. operating voltage of the electrical PTC VAC: 400 [V]
 Available in 12/24 [V] VDC PTC

« Max. operating voltage of the blowe: 28 [V]

« Max. operating current for the electrical resisto: < 1 at 400V [A]
» Max. operating current for the blowers: 6 at 24V [A]

* Heating capacity]: 7,000 Btu/hr

* Air flow: 390 CFM
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