=« |deal for vehicles of 6 metres and above

« Heat pump technology

» Innovative design of the indoor unit

» Aerodynamic outdoor unit

» Unit with temperature selection range of 16 to 30 degrees C
« LED-Panel

» Fits on all common vehicle roofs

» Includes mounting kit

= Quiet operation

» Integrated light

» Includes remote control for convenient control
» Efficient air distribution intwo directions

» Easy installation and maintenance

» Internalfilter replaceable and washable
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Dreiha

AIR CONDITIONING SOLUTIONS

VANS - MOTORHOMES - CAMPERS - CARAVANS

Properties

Q - Split-Air-Conditioner with heat pump function. \

- Roof opening: 356 x 356 mm

- Roof thickness: 30 - 80 mm

- Operating light on the device display
-Refrigerant : R410A

-5 operating modes: auto.cool, dry, fan, heat
- 4 Swing modes: low, medium, high, auto

- OFF-Timer & ON-Timer

- Sleep mode

-Remote control

-Warning lamp when filter cleaning is required
- Power supply - Unit:220-240V/1~ /50Hz

K-Power supply remote control: 2 x AAA- battery /

Keeping a cool head inthe summer heat!

|< 1018mm

Scope of delivery

~

-Txinternal unit

-Tx external unit

-Txremote control

-1x fixing / mounting kit

-Manual: German, English, Spanish, Portuguese

/

Dimensions
\
>‘ -Exteriordims: 101.8x65x25.9cm
-Interiordims: 66,6 x485x4,9cm
- Weight of external unit: 42,5 kg
-Weight of internalunit: ~ 2,7kg
%

Anderungen und Irrtiimer vorbehalten. Abbildungen sind z. T. beispielhaft. Die Preise verstehen sich in € rein netto zzgl. Mehrwertsteuer und gelten bis auf Widerruf.

o Dreiha GmbH, GronlandstraRe 20, 28719 Bremen - Deutschland B nail@dreiha.de

(\ +49 421 649290
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Possible illustration of the air flow
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Q SPECIFICATIONS
Model Dreiha 2.5 Dreiha 3.5
Capacity cooling / heating kW 25/22 35/3.2
Power supply V/Hz /Phasen 220-240/50/1 220-240/50/1
Power input cooling / heating W 1070/980 1270 /1180
Rated power input w 1400 1400
Power current cooling /Heating A 4,7/4,2 56/5,2
Rated power current A 6.6 6.6
indoor m3/h 340/260/220/130 340/260/220/130
Airflow
outdoor m3/h 600/300 600/300
indoor dB(A) 58 /54 /46 /37 55/49 /44 /39
Sound pressure level outdoor dB(A) 65 /55 65 /55
indoor dB(A) 63/58/53/48 65/59/54 /49
Sound power level outdoor dB(A) 75 /65 75/ 65
Dehumidifying volume L/h 10 1,5
Protection class according to DIN EN ) | |
61140
Protection class IP according to DIN EN S IPX4 IPX4
60529
Mounting hole in the roof mm 356 x 356 356 x356
Thickness of the roof mm 30-80 30-80
Refrigerant Type /kg/teq.CO, R410A /0,67 /1,4 R410A /0,67 /1,4
GWP - 2088 2088
indoor mm 610 x 485 x 49 610 x 485 x 49
Dimension (L x B x H)
outdoor mm 1018 x 650 x 259 1018 x 650 x 259
indoor mm 678 x 550 x 112 678 x 550 x 112
Package dimension (L x B x H)
outdoor mm 1099 x 715 x 312 1099 x 715 x 312
indoor kg 2,7/4,0 2,7/4,0
Net /gross weight
outdoor kg 42,5/ 49 42,5/ 49
Set temperature range °C 16 - 30 16 - 30
heating °C 18 - 43 18 - 43
Operating temperature range
cooling °C 2-24 2-24
The specification of product is subject to change based on further development of the units by the producer and can be change without prior notice. Refer to rating label. Contains fluorinated greenhouse gases covered by Kyoto
Protocol. R410A (50% HFC-32, 50% HFC-125), GWP of refrigerant used: 2088. Hermetically sealed equipment. Noise is tested in the semi-anechoic room, so it should be slightly higher in the actual Operation due to environmental
change. Power input is tested under standard condition.
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